
 

TFT Characteristics :

System Specifications

Resolutions

Brightness

Contrast Ratio

Viewing  Angles

Max Colors

:

:

:

:

:

MODEL #: R15V17T-PMC3

Power Specifications :

Power Input

Power Consumption

12V DC IN (Lockable Power Jack)

47W (typ.)(Max.backlight & high CPU load)

:
:

Operating Temperature

Operating Humidity

Environment Considerations :
:
:

Accessories :
External Power Supply 80W w/power cord .

SBC

CPU

RAM

Storage

 

1024 x 768
2250 cd/m  (typ.)

500 : 1(typ.)

-65~65(H);-55~65(V)

16.2M

  
Mechanical  Design

Modularized Construction

Front bezel
(Optional)

Inverter

SBC Board

Panel

Storage (HDD/CF)

Touch/Glass
(Optional)

Metal Frame Housing

Back Cover

Note: All Specifications are subject to change without prior notice! Revised Date:02/29/2007

0 deg.C to  45 deg.C
30% to 9 0% (non con densing)

 15" Panel PC (VIA   Eden    1.0 GHz  Fanless CPU)
TM

SBC Specifications :
Processor

BIOS

System Chipset

Memory Slot

Graphic Chipset

IDE

SATA

KB/Mouse

Ethernet

Audio

USB

Serial

IrDA

Expansion Slot

:

:

:

:

:

:

:

:

:

:

:

:

:

:

VIA Eden  1.0GHz by EBGA Type

Award 4Mbit Flash

VIA CX700 Single Chipset

2 x DIMM, Max 2GB DDR 400/533

Integrated VGA/LCD Controller(64MB Shared)

1 x IDE 

2 x SATA

2 x PS/2

1 x RJ-45

VIA VT1708 HD Codec

6 x USB2.0

2 x RS232,4 x RS232

1 x IrDA

1 x PCI* 

*    A customized housing is needed if  you would like to have the PCI expansion.

TM

Input/ Output Connectors :

Ethernet LAN

Keyboard / Mouse

COM

USB

1 x RJ45-100/1000Mbps

2 x PS/2

3 x RS232 9P DSUB (male)

4 x USB Type-A Receptacle

:

:

:

:

Order Options :

VIA Eden   1.0GHz

256 MB DDR*

512 MB DDR(Optional)

1 GB DDR(Optional)

3.5"80 GB SATA HDD*

2.5"40 GB SATA HDD(Optionl)

PANEL PC

Mechanical

Touch

OS

Open Frame

Panel Mount (5mm bezel)

IP65  (10mm bezel)

5 Wires Resistive(Optional)

Windows XPE(Optional)

Windows XP 

* Default 

:

:

:

:

:

:

(Optional)

TM

Panel Mount (5mm front bezel) Modularized Construction

Measurements shown in mm 
All Dimensions are  0.5 mm
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DC-IN Lockable Power Jack


